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60 L HP water heater

supply supply
extract

extract

supply

intake / exhaust grilles ≥ 1 m apart

A2A head 2.5 kW (living + galley)

outdoor unit on a pile bracket

water + sewer + 230 V / 25 A in through the crawl space (trace-heated)

consumer unit + PV inverter
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OPENING SCHEDULE
ID Type Wall W × H Sill Note Sun

D1 glazed door R end 1 000 × 2 150 0 clear 880 porch roof
W1 sliding serving hatch R end 550 × 1 000 1 000 – porch roof
W2 tilt-turn window S 1 600 × 1 200 800 escape ext. blind
W3 tilt-turn window F end 1 000 × 1 150 800 escape ext. blind
W4 tilt-turn window S 800 × 1 150 900 escape ext. blind
W5 fixed pane N 700 × 900 1 000 – –
W6 fixed pane N 1 100 × 1 200 1 000 – –

MATERIALS

Charred larch Black standing seam

Larch veranda + shutters Stone fireplace plinth

CONSTRUCTION, SERVICES, FIRE
Wall 220 18 charred larch (yakisugi) on 28 vented battens / 18 wood-fibre sheathing, taped (wind-tight) / 145 C24 studs at 600 with PIR (λ 0.022) between / vapour-variable membrane, taped (airtight) / 12 birch ply. Rc ≈

4.8 m²K/W (15 % timber)

Floor 300 15 oiled oak / 25 wood-fibre impact board / 22 ply / 220 C24 joists with PIR between, hung off two GL24 140 × 280 edge beams under the long walls, which bear on the screw-pile heads / 18 breather board. Rc ≈ 5.0;
crawl space 400, closed by a larch skirt with insect mesh and vents

Roof 300 0.7 standing-seam zinc on 25 vented battens and underlay / 18 sarking / 220 rafters with PIR / vapour-variable membrane lapped onto the wall membrane / 12 ply. Rc ≈ 6.5; mono-pitch 9°, runs on 4.6 m over the
veranda on 4 posts

Veranda 28 larch deck on its own piles; roof 45 × 220 rafters on a GL24 140 × 320 beam and four 160 larch posts; sliding larch-slat shutters on a top-hung track along the N side, towards the neighbouring pitch, for
privacy and shade, parked at the ends in summer; the S side stays open to the sun

Fireplace outdoor fireplace in 100 refractory concrete on its own concrete foundation at the far end, stone hearth 600 deep set into the deck (deck boards stop 500 clear of the opening), non-combustible back and cheeks 1
250 wide, table end 700 from the fire opening, rated twin-wall flue 1 000 above the roof, spark guard; shutters stop 1.5 m short of it

Services all-electric, 230 V / 25 A pitch hook-up: one air-to-air heat pump (2.5 kW, seasonal SCOP 3.5; outdoor unit on a pile-mounted bracket behind a larch louvre, on the outer wall behind the indoor head - see the
services diagram), MVHR (90 % recovery, 150 m³/h) in the bath ceiling, 60 L heat-pump water heater wall-hung over the WC frame in the bath (air from the bath extract), recirculating cooker hood with MVHR extract
1.5 m from the hob, 2.0 kWp PV + 3 kW inverter, water and sewage to the campsite mains in trace-heated pipes

Fire wood stove 3.5 kW nominal (2–4.5 kW, DINplus), outside-air kit; twin-wall insulated flue Ø 150 terminating 1 000 above any roof surface within 2.3 m (and ≥ 1 000 above the own ridge; stayed above 1.5 m free
length), dimensioned on the elevations; 300 side and 500 front clearance to combustibles, non-combustible hearth 500 in front, 30 CaSi heat shield on timber within 450; smoke + CO alarm in every room except the
bath (heat detector there), extinguisher and fire blanket at the door

Installation craned in one lift per module with a 4-point spreader onto pre-set screw piles (Ø 76, 1.5–2.5 m, set to ±5 mm); edge beams bolted to the pile heads; porch, roof extensions and posts follow as a pre-cut kit in one
day

gutter + downpipes
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